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DTXD37**
Length: 18.5 in (470 mm)
Width: 12.8 in (325 mm)
Height: 6.1 in (155 mm)

Weight: 3.6 lb (1633 g)
Requires: 6-cell 5000mAh NiMH � at pack w/Deansfi 
Ultra Plugfi connector, charger & 4 �AA� batteries Deans® and Ultra Plug® are registered trademarks of W.S. Deans Co.    U.S. Patent No. 5,533,915

The radio system is a 2.4GHz system made by Futaba, and the receiver is compatible 
with Futaba FHSS surface systems. The power system boasts a brushless ESC and 
motor, for blistering speeds and hotter action than ever before. 

And those are just a few of the highlights, because this Evader also includes waterproof 
electronics, full ball bearings and a factory-installed wheelie bar. It�s ready for action 
right out of the box, but it�s also compatible with virtually all Evader upgrades!

Ready-to-Run 1/10 Scale EP 2WD

Battery not included.
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Metal transmission gears

Dual-pad slipper clutch

Full set of ball bearings

Compatible with 2S LiPo packs

MagnaFlex™ plastic components

Duratrax 2.4GHz FTR radio system by Futaba®

3930kV sensorless brushless motor

100A waterproof brushless ESC

Painted, fi nished polycarbonate body

Factory-installed wheelie bar

Duratrax 2.4GHz FTR radio system by Futaba
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Battery not included.
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Ready-to-Run 1/10 Scale EP 2WD

The four trim schemes and split 6-spoke wheels? Strictly for show. But everything else 
about the Evader EXT2 screams “Go-go-go!” The Photon Speed 2 motor delivers insane 
speeds and acceleration, while the Sprint ESC provides precise forward, brake and 
reverse control. Treaded, all-terrain tires slam power to the ground anywhere you wanna 
go. They’re all included, and like the onboard gear for the Tactic 2-channel radio, they’re 
ready to take off-road by storm.

Get all required 
items in the 
Duratrax Power Kit!
DTXP4615

Tactic™ 2-channel radio system

Photon Speed™ 2 motor 

Sprint™ ESC 

Painted, fi nished polycarbonate body

Oil-fi lled shocks with metal caps

Mounted tires with inserts

Battery hold-down (accepts 2S LiPos*) 

Full set of ball bearings

MagnaFlex™ plastic components

DTXD32**
Length: 16.1 in (409 mm)
Width: 12.9 in (327 mm)
Height: 6.6 in (168 mm)

Ground Clearance: 1.4 in (36 mm)
Weight: 3.6 lb (1.63 kg)
Requires: 6-7 cell NiCd/NiMH battery pack, charger & 8 “AA” batteries *LiPo battery use requires installing a low-voltage battery cut-off
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